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Technical Requirements 

 EnterpriSecure 2006  with  

TruPrevent™ Technologies 
    

 

 
 
 

Panda AdminSecure 
 
Pentium III 800 MHz. 512 MB RAM. 512 MB hard disk. Operating system: Windows NT4 SP6, 2000, XP, Server 2003, 

2003 SBS & 2003 R2. The agents helps to communicate with the following systems:  Windows, Netware & Linux. 
 
Additional console: Pentium II at 266 MHz, 64 MB of RAM & 55MB  free hard disk space. Operating system: Windows 98, 
Windows NT4 SP6, Windows ME, Windows 2000, Windows Server 2000, Windows XP, Windows Server 2003 (Enterprise 
Edition), Windows Server 2003 SBS & Windows Server 2003 R2. 
                              

Panda ClientShield 2006 with TruPrevent™ Technologies   
 
Processor Pentium 300MHz  or higher. RAM 128* MB (Recommended 512 MB) & 90 MB  free hard disk space.  
Operating system: Windows 9x/Me/NT Workstation 4.0 con SP6, Windows 2000/XP. Compatible WEPOS 1.0 & Tablet PC.  

 

Panda FileSecure 2006 with TruPrevent™ Technologies 
 

� Servers Windows: Pentium 300 MHz (or higher) with 256 MB of RAM (recommended 512 MB) & 85 MB free 
hard disk space. With Windows NT 4.0 with SP 6, Windows 2000 Server, Windows Server 2003, cluster & SBS. 

Windows Server 2003 R2.  AMD Athlon 64, AMD Opteron, Intel Xeon and Pentium 4 compatible with Intel EM64T. 
  
� Servers Novell NetWare: Processor 486 or later with 12 MB free hard disk space, 32 MB de RAM.  

Novell Netware 4.11, Netware 5.0, 5.1, 6.0 o Netware 6.5.  
 

Panda ExchangeSecure 
 

� For Exchange Server 5.5: Processor Pentium II 500 MHz (or higher). 256 MB RAM. 50 MB free hard disk 
space. Operating system: Windows NT Server 4.0 (or later) with Service Pack 5 (or later) o Windows 2000 

Server. Application: Microsoft Exchange Server 5.5 with Service Pack 3. Exchange cluster. 
 
� For Exchange Server 2000/2003: Processor Pentium II 500 MHz (or higher). 256 MB RAM. 50 MB free hard 

disk space. Operating system: Microsoft Windows 2000 Advanced Server SP3 or later, Windows 2003 Server, 
Server 2003 R2. Applications: Microsoft Exchange Server 2000 with el SP 1 (or later)  or Exchange 2003, cluster 
included.  

 

Panda ISASecure 
 
Processor Pentium III a 550Mhz or higher, with Windows 2000 Server, Windows 2000 Advanced Server with SP 1 or later 

or Windows Server 2003, Server 2003 R2. Memory RAM of 256 MB. 150 MB free hard disk space.  
Microsoft ISA Server 2000 & 2004. 
 

Panda DominoSecure 
 
Processor Pentium 133 or higher, with Windows NT Server 4.0 SP6, Windows 2000 o Windows Server 2003, Server 2003 
R2. Lotus Domino 4.5 or later. 25 MB free hard disk space. Memory RAM of 128 MB or later. Domino Cluster. 
 

Panda CVPSecure 
 
Processor Pentium II at 300 MHz (or higher), with Windows NT Server 4.0 SP6a, Windows 2000 Server with SP1, SP2, 
SP3, SP4. Windows Server 2003 & Windows Server 2003 R2. Memory RAM of 64 MB (recommended 128 MB).  30 MB free 
hard disk space. Check Point Firewall-1 Version 3.0b (or later) or firewalls compatibles with CVP. Check Point Firewall NG, 

Check Point AI & Windows Server 2003 Enterprise Edition with SP1.  
 

Panda DesktopSecure for Linux 
 

Processor Pentium II at 400 MHz (or higher, equivalent AMD), with 128 MB of RAM & 150 MB free hard disk space. 
Supported systems: SuSE 9.2; Fedora Core 2, Fedora Core 3, Fedora Core 4; Ubuntu 5.10; Red Hat Enterprise Desktop 4.  
 

 
 
 

* Installations witth TruPrevent™ Technologies non activated  will only require 64 MB.          TruPrevent™ Technologies  are not  available on Windows 95. 
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Panda SambaSecure 
 
Processor Pentium 350 MHz or higher. 128 MB RAM. 100 MB free hard disk space. Operating system: Red Hat 8.0, 9 & 
Red Hat Enterprise 2.1 & 3.0 Advanced Server, Enterprise Server & Workstation,  Fedora Core 1 & Core 2, SUSE 8.1, 8.2, 
9.0, 9.1 y Linux Standard 8 / Enterprise Server 8, Mandrake 9.x, 10 y Linux Corporate Server 2.1 o Debian 3.0 (Woody). 

Server Samba 2.2.7 or later. 
Web console: Internet Explorer v5.5 (or later) o Mozilla 1.2 or later. 
 

Panda SendmailSecure 
 
Processor Pentium 200 MHz or higher, with 64MB of memory RAM & 80MB free hard disk space. Operating system: for 
integration with AdminSecure or independent installation: Red Hat 7.0, 7.1, 7.2, 7.3, 8.0, 8.2 & 9.0 & Red Hat Enterprise, 
SUSE 7.3, 8.0, 9.0, 9.1, 9.2 & Enterprise 9. Mandrake 8.0, 8.1, 8.2, 9.0, 9.1 or 10. Debian 3.0 (Woody) & 3.1 (Sarge). 
Other operating systems supported for independent installation: Red Hat 6.2, 9.0 & Red Hat Enterprise or Best Linux 
2000. Version of Sendmail 8.11.3 or later. 

Web console: Explorer 4.0 or later or Netscape 4.6 or later.  
 

Panda QmailSecure 
 
Processor Pentium 200 MHz or higher, con 64 MB de RAM y 80 MB free hard disk space. Operating system: for integration 

with AdminSecure or independent installation: Red Hat (versions 7.0, 7.1, 7.2, 7.3, 8.0, 9.0 & Red Hat Enterprise), SUSE 
version 7.3, 8.X, 9.0, 9.1, 9.2 & Enterprise 9. Mandrake (versions 8.0, 8.1, 8.2, 9.0, 9.1 or 10) or Debian 3.0 (Woody) & 
3.1 (Sarge). Other operating systems supported for independent installation: Red Hat 6.2, 9.0 or Best Linux 2000. Web 
Web console: Explorer 4. or later or Netscape 4.6 or later.  
 

Panda PostfixSecure 
 
Processor Pentium 200 MHz or higher, with 64 MB de RAM y 80 MB free hard disk space. Operating system: for 
integration with AdminSecure or independent installation: Red Hat (versions 7.0, 7.1, 7.2, 7.3, 8.0, 9.0, Red Hat 

Enterprise), SUSE version 7.3, 8.2, 9.0, 9.1, 9.2 & Enterprise 9. Mandrake (versions 8.0, 8.1, 8.2, 9.0 9.1 & 10) or 
Debian 3.0 (Woody) & 3.1 (Sarge). Other operating systems supported for independent installation: Red Hat 6.2 or Best 
Linux 2000. Server SMTP Postfix versions 1.1.  
Web console: Internet Explorer 4.0 or later or Netscape Navigator 4.6 or later. 
 

Panda CommandlineSecure  
 
Processor Pentium 166MHz or higher, with 32 MB of memory RAM & 20 MB free hard disk space that run the following 
operating systems: Linux Systems: Red Hat (versions, 7.1, 7.3, 8. 9 & Enterprise 2.1, 3 AS/ES), SUSE version 
7.3/8.2/9/9.1 Pro, Mandrake (versions 8.2 or 9.1), Debian 2.2 & 3.0 (Woody). Win32 Systems: Windows 

95/98/ME/NT/XP/2000 & Windows Server 2003 (Enterprise Edition). MS-DOS 4.01 Systems or later. 
 

Panda ClientShield 2006*  
Processor Pentium 300MHz  or later. RAM 64 MB (recommended 128 MB) y 90 MB  free hard disk space. Operating 
system: Windows 9x/Me/NT Workstation 4.0 with SP6, Windows 2000/XP. Compatible WEPOS 1.1 & Tablet PC.  
 

Panda FileSecure 2006* 
� Windows Servers: Pentium 300 MHz (or later) with 256 MB of RAM & 85 MB free hard disk space. With 

Windows NT4.0 with SP6, Windows 2000 Server, Windows Server 2003, cluster & SBS included. Server 2003 R2. 
AMD Athlon 64, AMD Opteron, Intel Xeon and Pentium 4 compatible with Intel EM64T.  

� Novell NetWare Servers: Processor 486 or later with 12 MB of free space, 32 MB of memory RAM. Novell 
Netware 4.11, Netware 5.0, 5.1, 6.0 or Netware 6.5.   
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*  TruPrevent™ Technologies not included 

 

     
 

      


